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Compact Fluorescent Lamps

Technical  Consumer Products
Capsules and Globes - High Power Factor

SpringLamp Capsule Lamps Non-Dimmable HPF LTHD,
Medium Base, 120Volts, 10,000 Hours Avg. Life

Item
Number

Wattage

Incandescent

Wattage

comparison

Input
Line

Current
Lumens

Overall
Length

Overall
Diameter

Power
Factor

Harmonic
Distortion

Replaceable
Lamp

Dimming
Range

NSN

18411 11 watt 40 .22A 580 5.75" 3.0" >.50 <150% No N/A 6240-01-480-2132

18415 15 watt 60 .29A 880 5.75" 3.0" >.50 <150% No N/A 6240-01-480-2139

18418 18 watt 75 .36A 1,100 5.75" 3.0" >.50 <150% No N/A 6240-01-480-2146

18423 23 watt 100 ..42A 1,350 5.75" 3.0" >.50 <150% No N/A 6240-01-480-2153

SpringLamp G 30 - Globe lamps Non-Dimmable HPF LTHD

Medium Base, 120 Volts, 10,000 Hours Avg. Life

Item
Number

Wattage

Incandescent

Wattage

comparison

Input
Line

Current
Lumens

Overall
Length

Overall
Diameter

Power
Factor

Harmonic
Distortion

Replaceable
Lamp

Dimming
Range

NSN

18311 11 watt 40 .22A 580 5.75" 4.0" >.90 <33% No N/A 6240-01-480-2157

18315 15 watt 60 .29A 880 5.75" 4.0" >.90 <33% No N/A 6240-01-480-2161

18318 18 watt 75 .36A 1,100 5.75" 4.0" >.90 <33% No N/A 6240-01-480-2163

18323 23 watt 100 .42A 1,350 5.75" 4.0" >.90 <33% No N/A 6240-01-480-2166

SpringLamp G 40 - Globe lamps Non-Dimmable HPF LTHD

Medium Base, 120 Volts, 10,000 Hours Avg. Life

Item
Number

Wattage

Incandescent

Wattage

comparison

Input
Line

Current
Lumens

Overall
Length

Overall
Diameter

Power
Factor

Harmonic
Distortion

Replaceable
Lamp

Dimming
Range

NSN

18115 15 watt 60 .29A 880 6.75" 5.0" >90 <33% No N/A 6240-01-480-2170

18118 18 watt 75 .36A 1,100 6.75" 5.0" >.90 <33% No N/A 6240-01-480-2174

18123 23 watt 100 .42A 1,350 6.75" 5.0" >.90 <33% No N/A 6240-01-480-2175

18126 26 Watt 130 .45A 1,500 6.75" 5.0" >.90 <33% No N/A 6240-01-480-2176
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Compact Fluorescent Lamps

Technical  Consumer Products
Capsules and Globes - Normal Power Factor

SpringLamp Capsule Lamps Non-Dimmable NPF HTHD,
Medium Base, 120Volts, 10,000 Hours Avg. Life

Item
Number

Wattage

Incandescent

Wattage

comparison

Input
Line

Current
Lumens

Overall
Length

Overall
Diameter

Power
Factor

Harmonic
Distortion

Replaceable
Lamp

Dimming
Range

NSN

18611 11 watt 40 .22A 580 5.75" 3.0" >.50 <150% No N/A 6240-01-480-1402

18615 15 watt 60 .29A 880 5.75" 3.0" >.50 <150% No N/A 6240-01-480-1880

18618 18 watt 75 .36A 1,100 5.75" 3.0" >.50 <150% No N/A 6240-01-480-1916

18623 23 watt 100 ..42A 1,350 5.75" 3.0" >.50 <150% No N/A 6240-01-480-1931

SpringLamp G 30 - Globe lamps Non-Dimmable NPF HTHD

Medium Base, 120 Volts, 10,000 Hours Avg. Life

Item
Number

Wattage

Incandescent

Wattage

comparison

Input
Line

Current

Lumens
Overall
Length

Overall
Diameter

Power
Factor

Harmonic
Distortion

Replaceable
Lamp

Dimming
Range

NSN

18511 11 watt 40 .22A 580 5.75" 4.0" >.50 <150% No N/A 6240-01-480-1991

18515 15 watt 60 .29A 880 5.75" 4.0" >.50 <150% No N/A 6240-01-480-1992

18518 18 watt 75 .36A 1,100 5.75" 4.0" >.50 <150% No N/A 6240-01-480-1942

18523 23 watt 100 .42A 1,350 5.75" 4.0" >.50 <150% No N/A 6240-01-480-1993

SpringLamp G 40 - Globe lamps Non-Dimmable NPF HTHD

Medium Base, 120 Volts, 10,000 Hours Avg. Life

Item
Number

Wattage

Incandescent

Wattage

comparison

Input
Line

Current

Lumens
Overall
Length

Overall
Diameter

Power
Factor

Harmonic
Distortion

Replaceable
Lamp

Dimming
Range

NSN

18715 15 watt 60 .29A 880 6.75" 5.0" >.50 <150% No N/A 6240-01-480-1994

18718 18 watt 75 .36A 1,100 6.75" 5.0" >.50 <150% No N/A 6240-01-480-1995

18723 23 watt 100 .42A 1,350 6.75" 5.0" >.50 <150% No N/A 6240-01-480-1997

18726 26 Watt 130 .45A 1,500 6.75" 5.0" >.50 <150% No N/A 6240-01-480-1999
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Compact Fluorescent Lamps

Technical  Consumer Products

Globe and CapsuIe Lamp Series
         Specifications [at full brightness):
                         Ballast Type: Electronic
                         Starting Method: Modified Rapid Start
                         *Input Line Voltage: 120VAC
                         Input Line Frequency: 60HZ
                         Ballast Life (rated):                              N/A
                         Lamp Life (rated):                              10,000
                         **Color Temperature: 2,700 degrees Kelvin
                         Color Rendering Index: 84
                         Minimum Starting Temperature:         -20 degrees F
                         Maximum Operating Temperature:     160 degrees F
                         Efficiency/Lumens per Watt:               >60
                         Replaceable Lamp:                               NO
                         Adapter Screw-in Base Type:              Edison E-26
                         U.L./C.U.L. Listed:                              YES
                         FCC Compliance. Part 18, Subpart C
                         Lamp Operating Frequency:                45KHZ
                         Lamp Current Crest Factor: <1.60
                         Maximum Open Circuit Voltage: 600V
                         End Of Life Protection YES

                         * Available in 127V, 22OV, 23OV, 24OV, 277V - Special Order.
                         ** Available in 5100 degrees Kelvin - Special Order.

Technical Information

Contact the DSCP lightng Team for additional information and availability  1-800-DLA-BULB




